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one and one-half inches

= one foot

one inch

one foot

three-quarters inch

= one foot

one-half inch

one foot

three-eighths inch
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one foot

one-quarter inch

one foot

one-eighth inch

| _——— Column by pre-engineered aluminum

Y

— Existing glass door and

wall to remain, typ.

e 26'-6" (New canopy structure) Existing gutter and
canopy manufacturer, typ. downspout to remain, typ.
13 1 : y 131 Gutters and downspouts by pre-engineered
) _ New pre-engineered aluminum aluminum canopy structure, typ.
om—— Column base connection by pre-engineered | canopy column, typ. |
/ alumuminm canopy manufacturer, typ. \
m — = = = = = = \ | ]
+—EDS DS EDSEDS Repair, patch and paint EDS
° / : exterior stucco finishes, typ.
BREEZEWAY ‘ o =
— C 126 — ] ) | > I
: 11° © Canopy foundation by pre-engineered ! T 9| Replace existing pressure treated
| —— Anchor bolts by pre-engineered aluminum canopy manufacturer, typ. | = d decking t toh exist
] |/ aluminum canopy manufacturer, typ. g ’ B WO00d decking to match existing,
o Replace existing pressure treated I = existing wood joists to remain, typ. i
o m = P wood decking to match existing, ! _| @ / <
: . ‘ existing wood joists to remain, typ. 1 o2 a
|__— Concrete footing by pre-engineered A6.0 ‘ | +| © 4
aluminum canopy manufacturer, typ. New pressure treated wood — S W //
I il deck with access to crawl space, \ © N —"
\Ilzv)glfttlggr’egrlnaasiﬁ dt?lgr and match existing, typ. 40" | B %;J —— New pre-engineered aluminum
) \ ‘ | \'ﬁt Ik %_O, canopy structure, typ.
| i 4
10 OK - | l_\ 73
o o ‘ =o B I /—@
. | | EDS—— F-q ® ‘7 || bs  EDs EDS
i =l 2| e — = — — e = S L] |
Detail lumn | S N S/ | oty
m ctail at CO u Remove existing vent Relocate wall mounted Existing wall mounted Exterior wall to remain, typ.
A-6.0/ Scale: 3/4" =1'-0" complete, see mechanical. lighting, see electrical, lighting to remain, typ.
N Patch and paint brick wall patch and paint brick wall

/1" Floor Plan

Remove abandoned HVAC equipment

) Existing guardrails to remain, typ.

| |

| | /

' LZ, . ——Remove existing roof area indicated
! and replace to match existing, typ.
|

o Flashing and counter flashing :
! by canopy manufacturer, typ. —__| |

W Scale: 1/4"

complete, see mechanical, typ.
8 \r

11'-3" (Replace roof watertight)

1!_0"

to appear new, typ.

to appear new, typ.

specification section 1

Note: New pre-engineered aluminum canopy structure, see

05030. Contractor to field verity existing

conditions including subsurface drainage. Submit shop drawings
and samples to architectfor review prior to the start of construction.
Contractor to field verity existing conditions including subsurface
drainage prior to submittal of shop drawings.

™

®

26'-6" (New canopy structure)

—

Y

AN

13!_1 n

13!_1 n

Existing gutter and downspout
to remain provide flahsing
i at penetration, typ.

Continuous aluminum flashing,
by pre-engineered aluminum
canopy manufacturer, typ.

©

Relocate security camera,
see electrical. Patch and
paint brick wall to appear
new, coordinate new location
with VA, typ.

Existing gutter and downspout

to remain, see flashing
penetration detail, typ.

Existing gutter and downspout
to remain provide flahsing
at penetration, typ.

New pre-engineered aluminum
canopy structure, typ.

— - - <——— Gutters and downspouts by
xterior wallto remain, typ. ——__ | pre-engineered aluminum
“ canopy structure, typ.

| —— Existing glass door and
wall to remain, typ.

—_\

Replace existing pressure treated
wood decking to match existing,
existing wood joists to remain, typ. —_|

176" (v.i.f.)

At existing wall, repair, patch
- and paint exterior stucco finishes, typ.

New pre-engineered aluminum
canopy column, typ.

12'-6 3/8"

Flashing and counter flashing
by canopy manufacturer, typ.

™ Existing wall to remain, typ. —|

1+— New pre-engineered aluminum
canopy structure, typ.

Gutters and downspouts by pre-engineered
aluminum canopy structure, typ.

N~ At existing wall, repair, patch
and paint exterior stucco finishes, typ. \

Replace existing pressure treated
wood decking to match existing,
existing wood joists to remain, typ.

/ Existing wall to remain, typ.

Canopy reinforced concrete foundation
by pre-engineered aluminum canopy
manufacturer, typ.

Existing subsurface drain

to remain undisturbed, contractor's
option to reroute subsurface drainage
to accomodate column footings, typ.

O
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/"2"\ Exterior Elevation

W Scale: 1/4" = 1'-0"

R

N

[N

[T 11

New pre-engineered aluminum
canopy column, typ.

| I |

[
—

737\ Section Detail

W Scale: 1/4" = 1'-0"

manufacturer, typ.

\
K Canopy reinforced concrete foundation

by pre-engineered aluminum canopy
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